
CAB#10 1-4-2010 Page 1 
 

                          RREESSIIDDEENNTTIIAALL  GGAARRAAGGEE//SSHHOOPP  DDRRAAWWIINNGGSS  
 

Customer Assistance Bulletin #10 
 

 
 

In an effort to assist our customers and to recognize the standard construction used in most garages 
and/or shops the City of Weatherford has provided this minimum guideline for permit/plan submittals. 
 

General Project Submittal Information:  
 
 Completed residential application    
 Two sets of construction drawings (see below) 
 Two copies of site plan, (see handout) 
 See accessory building handout 
 

The following are examples of garage details that show minimum code requirements.  Within the City 
limits of Weatherford wind loads govern the design of every structure and generally designed utilizing 
exposure “B”.  Select the style of structure you want to build. 
 
Double Door Located On Eave Side of Building 
 
 
 
 
 
 
 
 
Single Door Located On Eave Side of Building 
 
 
 
 
 
 
 
 
 
Double Door Located On Gable Side of Building 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
Single Door Located On Gable Side of Building 
 
 
 
 
 
 
 
 
 
Typical Foundation Plan- (Fill in required ? dimensions) Keep in mind that the City has a 
requirement for accessory buildings to have 75% masonry or similar exterior.  Your foundation will 
need to accommodate the support of the masonry units. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

    ? 

    ? 

    ?     ? 

    ? 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
Typical Floor Plan- (Fill in required ? dimensions) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Typical Roof Plan-  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

    ? 

    ? 

    ? 
     

    ? 

    ? 

Are you using trusses?      YES       NO    

 

If you are using trusses: 

Provide the stamped engineering packet from the 

manufacturer at the time of the framing inspection 

to the inspector. 

 

 

If you are not using trusses use the following span 

tables for roof framing and ceiling framing. 

    ? 

MINIMUM ELECTRICAL REQUIRED: 

1-SWITCHED INTERIOR LIGHT  

1-SWITCHED EXTERIOR LIGHT AT MAN DOOR 

1-WALL RECEPTACLE 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
CEILING JOIST SPACING/SPECIES/SIZE/SPAN 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
 
CEILING JOIST SPACING/SPECIES/SIZE/SPAN 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
RAFTER SPACING/SPECIES/SIZE/SPAN 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
RAFTER SPACING/SPECIES/SIZE/SPAN 
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Residential Garage/Shop Drawings Continued    Customer Assistance Bulletin #10 
 
Typical Framing Cut Section 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 SPACING 
(select from tables) 

SPECIES 
(select from tables) 

SIZE 
(select from tables) 

SPAN 
(select from tables) 

RAFTERS ______in. o.c. 
 

 
 
2 X _____ 
 

______ft._____in. 

CEILING 
JOISTS 

______in. o.c. 
 

 
2 X _____ 
 

______ft._____in. 

Garage 
Door 
Header 

   ______ft._____in. 

 


